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IIJTRODUCTION 

t ra t ion  

A major problem i n  the design of large e l ec t r i c  space powerplants using 
a closed power cycle such as the Rankine turbogenerator concept is the effi-  . 

c ien t  and reliable rejection of large amounts of w a s t e  heat by radiation t o  
space. Since the rejection of waste heat i s  radiation-limited, the resulting 
radiator surface areas and weights a r e  generally large. The large radiator 
axeas i n  conjunction with the meteoroid hazard i n  space also imply the need 
fo r  some degree of protection for  the vulnerable (fluid-carrying) surfaces, 
which results i n  further increases i n  radiator weight. 

Radiators designed fo r  the rejection of waste heat generally employ 
t h i n  so l id  f i n s  as an extended radiation heat-transfer surface between f luid-  
carrying tubes as illustrated by the direct-condensing radiator i n  figure 1 
(refs. 1 t o  5).  
is dis t r ibuted t o  the finned tubes by a vapor header. 
the finned tubes and the vapor header causes the vapor t o  condense. 
densate is  then subcooled and collected i n  the l iqu id  header for  re turn t o  
the cycle via the condensate pump. 

In this configuration, vapor from the cycle turbine exhaust 
The heat radiated from 

The con- 

The purpose of such a fin-tube arrangement is t o  reduce the amount of 

I n  such 
the overall  radiator  surface occupied by flow passages and thereby reduce 
the area vulnerable t o  c r i t i c a l  damage from impacting meteoroids. 
configurations, the f in s  receive heat from the  fluid-carrying tubes by con- 
duction, and heat i s  l o s t  by radiat ion t o  space resul t ing i n  temperature 
drops along the length of the f i n  between adjacent tubes. As a consequence, 
the overal l  radiating effectiveness of the radiator is  reduced, and t he  
required radiator  planform area and we igh t  are increased. In addition, the 
thermal gradients i n  the f i n  give rise t o  undesirable thermal stresses. 

fin-tube configurations s h m  i n  figure 2 .  
4 Typical so l id  conducting f i n  radiators  are  the central, open, and double 

6 .  

The vapor-chamber f i n  concept proposes t o  reduce radiator area and 
weight by providing for  an essent ia l ly  isothermal f i n  between tubes (refs. 6 ,  
7, and 8 ) .  It accomplishes t h i s  by replacing the so l id  f i n  with a double- 
wall f i n  that forms a hollow chamber which can then operate as a heat pipe 
between the tube (boiling) surface and the f i n  (condensing) surface. 

X- 52219 
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The objective of this paper is t o  present some results of f eas ib i l i t y  
s tudies  of space radiators incorporating vapor chamber f ins ,  as intended 
fo r  application t o  Rankine system powerplants. Included i n  the presentation 
are:  (1) a comparison of the weight and geometry character is t ics  of several  
vapor-chamber-fin and conducting-fin radiators; (2 )  an indication of the 
sens i t i v i ty  of vapor-chamber radiator  weight t o  capi l lary flow variables; 
(3) a compilation of capi l lary internal-flow requirements; and (4) a discus- 
sion of anticipated problem areas. 

b 

SYMBOIS 

% radiator  planform area, sq. f t .  

tube outer diameter, f t .  

gravi ta t ional  constant, 32.2 1% f t / lb f  sec2 

heat of condensation or vaporization, W / l b  

heat transfer coefficient,  BTu/hr-sq. f t .  -9 

DO 

Q 

H 

h 

J 

k thermal conductivity, BTU/ft-hr-q 

mechanical equivalent of heat, 778 ft-lb/BTU 

KH f l u i d  turning loss factor for  flow from header t o  tubes 

2 half f i n  length, f t  

Pe e l e c t r i c a l  power output, KW 

P( 0) non-penetration probabili ty 

Q heat re ject ion rate, BTu/hr 

Rb tube sidewall t o  tube centerline dimension, Ro - 
tube outer w a l l  t o  tube centerline dimension, f't 

f i n  t o  tube separation distance, f t  

- (S,/S.j] 6a, ft 

RO 

S 
I . T temperature, OR 

yc s t a t i c  f lu id  temperature a t  tube in l e t ,  % 

t f i n  thickness, f t  

uo velocity of vapor a t  tube inlet, f t /sec 

W weight, lbs  
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Z tube length, f t  

6 thickness, f t  

E surface emittance 

d Stefan-Boltunan constant, 1.713~10’~ BTU 
sq.ft .  hr OR4 

C 

f 

0 

R 

S 

S 

t 

tube armor 

boiling 

tube block surface 

condensing 

f i n  

outside surface 

radiator  inlet  

saturat ion 

tube s ide wall 

tube 

Subscripts 

ANALYSIS 

Configurations 

The general radiator  configuration considered for  the analysis is a f la t  
direct-condensing radiator  applicable to  Rankine power cycles similar t o  the 
configuration sham i n  figure 1. 
in te re s t  were shown i n  figure 2, and two forms of vapor chamber fins are 
shown i n  figure 3. In both cases of f i g u r e  3, the pr inciple  of operation is  
the same. 
adjacent tubes. 
mesh, or fibrous m a t ,  l i nes  the inner surfaces of the f i n  chamber and is 
saturated with a heat-transport fluid. 
boiled off the tube surfaces a t  temperature 
faces a t  temperature 
capi l lary pumping which presumably is essentially insensi t ive t o  gravity 
forces. 
corresponding t o  the chamber operating temperature that is s t ruc tura l ly  
compatible w i t h  the chamber construction. 

Solid conducting fin-tube geometries of 

The two rectangular f in s  form a sealed enclosed chamber between 
A capillary-flow medium such as narrow grooves, woven wire 

The working f l u i d  i n  the chamber is  
Tb , condensed on the f i n  sur- 

Tf , with the  condensate re turn provided by the  

In addition, the f lu id  used should provide a saturat ion pressure 



. 

- 4  - 

The block vapor f i n  geometry shown i n  figure 3(a) is constructed of 
a corrosion-resistant inner l i n e r  tube surrounded by a block of armor materia 
t o  which the fins axe attached. 
can be damaged by impacting meteoroids i n  two general ways. 
these i s  by any primary impacts occurring on the  outer exposed surfaces of 
the tube block. 

The required armor thickness, 
surface of the tube. 

For t h i s  block vapor f i n  geometry, the l i n e r  
The first of 

These impacts a re  assumed t o  obey the conventional armor 
I penetration and damage relat ions developed for  completely exposed tubes. 

6, , is  applied i n  full on the upper and lower 

A second damage source can arise from a spray of par t ic les  on the  armor 
In view block s ide surface area resul t ing from impacts on the f i n  surfaces. 

of the bumper action involved and the obliquity of the secondary impacts, 
however, a reduction w i l l  undoubtedly be allowed i n  the  armor thickness 
required by the tube block s ide  wall, 6, , t o  r e s i s t  the e f fec ts  of these 
secondary impacts. A signif icant  parameter 6s/6a i s  therefore defined as 
the r a t i o  of the minimum armor thickness retained on the enclosed side of 
the tube block t o  the  armor thickness on the exposed side. 

The bumper vapor fin-tube configuration of the lower part of figure 3 
proposes t o  use the f ins  as a bumper against impacting meteoroids over the 
complete tube periphery. It accomplishes th i s  by using the fins as continuous 
sheets separated from the tubes by a thin s t r u t .  
of the  tube outer surface i s  d i rec t ly  exposed t o  impact. 
r e l a t ive ly  th in  tube w a l l s  may be allowed with a subsequent reduction i n  
radiator  weight, and a completely monometallic construction can be used fo r  
ease of fabrication. For this configuration, the parameter 6s/6a refers 
t o  the  r a t i o  of tube w a l l  thickness t o  the thickness of armor tha t  would be 
required i f  the upper tube surface had been d i rec t ly  exposed, as i n  the case 
of the block configuration. 

In this m e r ,  no portion 
Accordingly, 

Recent preliminary results of hypervelocity impact tests of the bumper 
pr inciple  of meteoroid protection (3/32-inch diameter pyrex pro jec t i les  a t  
25,000 f e e t  per second) have shown substant ia l  allowable reductions i n  tube 
side-wall thickness, w i t h  indicated design values of 
For s ta in less  s t e e l  and s ta inless-s teel  clad copper bumper f i n s  of around 
.018 inch thickness, inner-surface spall ing i n  a stainless steel tube was 
suppressed with tube w a l l  thicknesses of as small as 0.060 inch. 

6s/6a w e l l  below 0.5. 

Inasmuch as the  vapor chamber w i l l  lose  i t s  heat-transport act ion i f  a 
1 

puncture and loss of transport  f l u id  occur, the long f i n  chambers are 
divided longitudinally in to  a number of sealed segments by numerous trans- 
verse bulkheads t o  reduce the hazard as illustrated i n  figure 4.  
ness of the f i n  was based on the number of segments involved (a variable) 
and a selected probabili ty t h a t  a certain percentage of the segments would 
remain unpunctured a t  the end of the design l i fe t ime of the radiator.  The 
actual  dimensions of the f i n  r e su l t  from the  radiator  weight optimization 
procedure. 

, 
The thick- 
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Assumptions and Approach 

4 

The analysis of vapor chamber f i n  radiator  character is t ics  is  based on 
the pr incipal  assumption of a steady-state heat transport within the  vapor 
chamber with uniform vapor saturat ion temperature. 
t ions used i n  the development of the heat-transfer re la t ions for the vapor- 
chamber fin-tube geometries are: 

Further specific assump- 

(1) The radiator  outer surfaces act  as grey bodies with emitted 
radiat ion governed by Lambert's cosine l a w .  

(2)  
radiator  t o  a 

(3) 

Hemispherical radiation t o  space is from both outer surfaces of the 
0% space sink temperature. 

The tube outer surface temperature and f i n  temperature are con- 
s t an t  along the length of the  tube. 

(4) There is no temperature drop across the  tube l i ne r .  

(5)  The boiling and condensing heat-transfer coefficients on the  
chamber surfaces are known and will be varied parametrically. 

(6) The transverse bulkheads a re  adiabatic surfaces. 

(7)  
uniform. 

The temperature of the  f i n  surfaces and each block surface is 

(8) 
e l a s t i c i ty ,  and emittance a re  constant and based on the radiator vapor inlet  
temperature. 

Material properties such as thermal conductivity, modulus of 

(9) The inside tube wall temperature is  uniform circumferentially and 
equal t o  the s t a t i c  temperature of t h e  f l u i d  evaluated at  the i n l e t  condi- 
t ions of the tube. 

(10) Additional heat input t o  the f i n  by conduction from the  tube 
block or s t r u t  and by radiation f r o m  the tube side-wall surface is negligible. 

. The overall  heat transfer path is as follows: The cycle working f l u i d  
i n  the  tube gives up its heat t o  the inner surface of the  tube by condensa- 
t ion.  

For the block vapor chamber f i n ,  par t  of t h i s  heat t rave ls  by conduction t o  
the outer surfaces of the tube block according t o  the simplified relat ion.  
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and is  radiated t o  space according t o  
4 

(3) Qt, = 20 E Rb%z 

The remainder of the heat from the condensing f l u i d  is conducted t o  the tube 
block s ide  w a l l  

where it is  then transferred t o  the f i n  surfaces by the boiling of the  
capi l lary heat-transport f lu id  on the block surface 

Condensing of the f l u i d  on the  f i n  surfaces takes place according t o  

This heat is then radiated t o  space f i o m  both the upper and lower f i n  surfaces 
of length 2 

4 
= 2~ E 2 TfZ ( 7 )  

Thus, since 
f i n  temperature Tf . The result ing expression is: 

Qf = '& = QB , equations (5), (6), and (7)  can be solved for  the 

The bumper vapor chamber f i n  action is  essent ia l ly  the  same, with the 
exception that all heat released i n  the tube is  transferred by boiling off 
the  tube outer surfaces. 

Radiator solutions using the resul ts  of the analysis were obtained from 
an i t e r a t ive  procedure programmed in to  an electronic d i g i t a l  computer. 
approach and procedure used were the same 86 t h a t  i n  references 2 and 6. 
optimization procedure which yielded minimum radiator  weight involved heat 
t ransfer  re la t ions,  meteoroid protection, cycle condensing f l u i d  pressure 
drop, and header, tube, and f i n  weights. Specific program inputs required 
for  the two vapor chamber f i n  radiators were: 
temperature a t  radiator  i n l e t ,  
properties of materials of construction and cycle fluid;  meteoroid protec- 
t i o n  constants; vapor-chamber boiling and condensing heat-transfer coeffic- 
ients; vapor-chamber segment planform area; capi l lary material weight; tube 
w a l l  thickness r a t i o  6s/6a ; pressure drop i n  the tubes and headers; and 
the  chamber bulkhead thickness. Additional program inputs required f o r  t he  
bumper vapor chamber f i n  are  the separation distance between the f ins  and 

The 
The 

tube in te rna l  diameter; vapor 
TR ; cycle power l eve l  and conditions; 
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the tubes, and the s t r u t  thickness between the tube and f in .  
meteoroid hazard information and hypervelocity impact re la t ions generated 
a t  the  NASA Lewis  Research Center (refs.  9 and 10) were used as inputs fo r  
the r e su l t s  presented i n  the paper. 

The l a t e s t  

RESULTS AND DISCUSSION 

Block and bumper vapor chamber fin-tube geomekries along with central  
and double f i n  solid-conducting configurations constructed of several  mate- 
rials have been analyzed for  application t o  a direct-condensing RELnkine 
cycle radiator.  Principal consideration was given t o  a 500-KW output cycle 
with potassium working f l u i d  and a radiator temperature of 1700%. 
t ions  were a l so  made for  a 30-KW steam cycle with an aluminum radiator  a t  
870% i n  order t o  obtain an indication of r e l a t ive  radiator  performance a t  
low temperatures w i t h  the  use of the same computer program. 

Calcula- 

A 500 day mission time and tube nonpenetration probabi l i t ies  P( O)t 
of 0.90 t o  0.995 were chosen fo r  the  calculation of the tube armor thick- 
ness. For the  block vapor chamber f i n  radiator,  a probabili ty of 0.90 was 
specif ied that 75 percent of the  segmented vapor f i n  chambers would remain 
unpunctured by the end of the mission t i m e .  The bunper vapor chamber f i n  
radiator  had a probabili ty of 0.95 that 90 percent of the chsmbers would be 
unpunctured a t  the end of the mission. A tube block s ide w a l l  t o  maximum 
armor t h i c b e s s  r a t i o  B8/& = 0.5 WBB chosen f o r  the  calculations along 
with a value of f i n  t o  tube separation r a t i o  f o r  the bumper fin geometry 
S/Do of 0.5. 
incipient  spall condition. This value of armor thickness was considered 
adequate t o  prevent perforation, but not suf f ic ien t  t o  guarantee that there 
will not be spall ing off the tube inner surface. 
chamber fins, the f i n  w a l l  thickness corresponded t o  a value j u s t  equal t o  
t h e  thickness that w i l l  be penetrated by the  meteoroids. 

for  the vapor header 
and AP/P = 0.05 fo r  the radiator  tubes. The emittance of the radiator  
surface was taken t o  be 0.90. 

The armor thickness for the tubes was calculated f o r  the 

For the segmented vapor 

Pressure drop r a t i o s  were set a t  AP/P = 0.02 

Results presented include comparisons of radiator  weight and geometry, 
s ens i t i v i ty  of vapor chamber radiator  design t o  capi l lary variables, and 
capi l lary heat flux and flow r a t e  requirements. 

Radiator Weight 

A comparison of minimum radiator  specific weights fo r  the sol id-  
conducting cent rs l  f in ,  and the block and bumper vapor chamber fin-tube 
configurations for  a 5 0 0 4 3  cycle with a 1700% stainless-steel radiator  
is  shown i n  figure 5 for  a var ia t ion i n  tube nonpenetration probabili ty 
from 0.90 t o  0.995. The vapor chamber f i n  radiators are  seen t o  y ie ld  
substant ia l ly  lower specif ic  weights than the so l id  conducting cent ra l  f i n  
geometry. The large difference i n  specific weight between the so l id  
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conducting central  f i n  and the vapor chamber f i n  radiators  is caused by the 
poor thermal conductivity of stainless steel  f i n  and the greater extent of 
armor required (full tube periphery coverage) i n  the case of the central  
f i n  tube geometry. 
than the block vapor f in ,  since the reduction i n  the extent of armor coverage 
more than offset  the added weight of the s t r u t  between the  f i n  and the tube. 

“he comparison of figure 5 is  actually a conservative one, since recent 

The bumper vapor f in  radiator  produced a l i gh te r  weight 

hypervelocity impact data indicates tha t  values of 
may be allowable for  bumper f i n  design. 
radiator  specific weight would be reduced by around 15 percent. 
specif ic  radiator  weights of 2 lbs/KW are achievable with t h i s  configuration. 
Futhermore, a t  these lower values of 
required fo r  meteoroid protection is about the same as that required fo r  
s t ruc tu ra l  reasons. 

Ss/6a as low as 0.25 
For Ss/S, = 0.25 , the bumper f i n  

Thus, 

S,/Sa , the tube w a l l  thiclmesses 

The curves fo r  the two vapor chamber f i n  geometries of f igure 5 were 
calculated f o r  t he  case of the same i n i t i a l  power, that is, neglecting the 
e f f ec t  of f i n  punctures on radiator heat re jec t ion  capability. When a vapor 
chamber f i n  segment is punctured, it w i l l  l o se  its capillary f l u i d  and hence 
w i l l  no longer operate as a vapor chamber f in .  
chamber w i l l  receive heat by conduction from adjacent tubes and f i n s  and by 
radiat ion from the  adjacent tube and bulkhead surfaces. 
capabili ty comparable t o  a so l id  conducting f i n  w i l l  be maintained. 
t i on  of the  actual  physical case of a punctured segment requires a detailed 
two-dimensional study of the f i n  chamber heat transfer. However, fo r  
simplicity, calculations of degraded radiation f o r  the vapor chamber 
radiators  were r e s t r i c t ed  t o  one-dimensional heat t ransfer  along the f i n s  
for  the case of isolated chamber puncture (adsscent segments operative). 
Analyses for  the more complex case of adjacent segment punctures a re  given 
i n  references 6, 7, and 8. 

However, the  f in s  of t h e  

Thw, a radiation 
Solu- 

Figure 6 shows the  calculated variation of r a t i o  of final t o  i n i t i a l  
heat re ject ion of the  radiator  as a function of percent of surviving seg- 
ments a t  the  end of the mission. The resul ts  indicate, as expected, that 
the r a t i o  of f i n a l  t o  i n i t i a l  heat rejection a l so  depends on the thermal 
conductivity of the f i n  material. For the same material, as shown by the 
two lower curves, the bumper vapor f i n  yields a greater  reduction i n  f i n a l  
heat re jec t ion  because of the added t h e m  resis tance of the s t r u t s  sepax- 
s t i ng  the f i n  and tube ( f ig .  3) .  The decrease i n  the heat re ject ion r a t i o  
w i t h  decreasing surviving segments i s  brought about by a decrease i n  f i n  

by the  decrease i n  non-punctured area. 
* wall thickness accompanying the decrease i n  survival percentage as w e l l  a s  

In some instances it may be desirable t o  maintain a constant heat re jec-  
Thus, vapor chamber f i n  

If constant 
t i on  load throughout the  lifetime of the powerplant. 
radiators must be designed for  fixed f i n a l  heat re ject ion.  
radiator  temperature is a l so  s p e c i f i e d t h i s  would require an overdesign of 
the vapor chamber f i n  radiators, that is, an increase i n  area above that  
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required for the no-puncture case presented i n  figure 5. 
i n  radiator  specific weight will be incurred compared t o  the solid-conducting 
f i n  radiators  which undergo no comparable thermal degradation. 

Thus, an increase 

An indication of the increase i n  vapor chamber radiator weight when 
designed f o r  constant f i n a l  heat rejection capabili ty can be obtained, i f  it 
is  assumed for  simplicity that the percentage increase i n  required area (and 
therefore weight) is  equal t o  the percentage decrease i n  f i n a l  heat rejec- 
t i on  as given i n  figure 6. A comparison of radiator  specif ic  weight fo r  the 
two cases of fixed i n i t i a l  and f i n a l  heat re ject ion is shown i n  f igure 7 fo r  
stainless s t e e l  radiators.  The difference i n  required weight between the 
central  f i n  and b i e r  vapor chamber f i n  radiators  i s  s t i l l  quite large f o r  
t h i s  example. 

When high thermal conductivity f i n  materials such as s ta in less  steel- 
clad copper can be used for the so l id  conducting f i n  geometries, the weight 
reduction indicated by the use of a block vapor chaniber f i n  is diminished, 
as shown i n  figure 8. The decrease in specif ic  weight of the cent ra l  f i n  
radiator  i n  th i s  figure compared t o  that  of f igure 5 is  a t t r ibu ted  t o  the 
higher thermal conductivity of the clad copper. 
clad vapor f i n  compared t o  the stainless steel  case i n  figure 5 is due t o  
the greater f i n  thickness required by the clad copper t o  resist perforation 
a t  the  radiator  operating temperature (low strength of copper). Specific 
weight variations fo r  the bumper vapor chamber f i n  radiator  with clad copper 
fins have not ye t  been made. However, the bumper configuration weight is  
expected t o  be less than fo r  the block configuration as i n  the case of 
figure 5. 

The larger  weight fo r  the 

The comparative weight s i tua t ion  for a low temperature Rankine cycle is 
i l l u s t r a t e d  i n  figure 9. For t h i s  case, t he  block vapor chamber f i n  radiator  
indicates a substant ia l  weight reduction only for  re la t ive ly  high values of 
tube non-penetration probability. For low parer and temperature designs, the 
tube meteoroid armor protection consti tutes a smaller percentage of the t o t a l  
radiator  weight than f o r  high power designs. 
radiator  weight due t o  the  reduced armor requirements of the  vapor f i n  con- 
figuration a re  not as pronounced as for  high power cases. Furthermore, the 
use of high termal conductivity aluminum permits a reduced minimum weight 
design in the case of the  solid-conducting central  f i n  radiator.  
differences i n  radiator  weights appear only when 
requirements a re  re la t ive ly  high. 

Thua reductions i n  t o t a l  

Thus, large 
P(O)t and the armor 

Planform Area 

The comparison of planform area between conducting f i n  and vapor chamber 
f i n  desi ns can best be made on the  basis of p lo ts  of specif ic  planform 

t i v e  p lo ts  for  two 500-KW cycle cases and a 30-KW case are shown i n  figures 
10, 11, and 12, respectively. Also shown on the figure are the number of 
tubes corresponding t o  the minimum-weight and end point diameters. 

area ( f t  8 /xW) and specif ic  weight against tube inside diameter. Representa- 

For the high 
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power l e v e l  cases, the principal general observation is that very l i t t l e  
difference i n  planform area is  indicated between the central  f i n  and vapor 
chamber f i n  geometries a t  minimum radiator specif ic  weight. However, i f  a 
la rge  tube diameter is  considered in order t o  reduce the  number of radiator  
tubes involved, the vapor chamber f i n  geometries can produce a s izable  re- 
duction i n  planform area (10 t o  15 percent) with least penalty i n  increase 
i n  specif ic  weight. 

. 
For the low-power-level, low-temperature level-case ( f ig .  E?), the block 

vapor f i n  offers  a sizable reduction i n  planform area (23 t o  35 percent) over 
the en t i r e  range of tube inside diameters investigated. In a l l  three cases, 
the e f f ec t  of tube non-penetration probability on the planform mea  compari- 
sons of the vapor f i n  and central  f i n  geometries was small. 

Sensi t ivi ty  t o  Cap i l l a ry  Variables 

Vapor chamber capi l lary variables such as boiling and condensing heat 
t ransfer  coefficients,  capi l lary material weight, number of f i n  segments, and 
segment bulkhead thickness d i rec t ly  affect  radiator  planform area, and 
specif ic  weight. The ef fec t  of the boiling heat transfer coefficient a t  the 
tube surface of the  f i n  chamber on the f i n  temperature is shown i n  f igure 13. 
Curves are given for  high and l o w  temperature level radiators  f o r  three 
values of the r a t i o  of chamber condensing t o  boiling heat transfer coeffic- 
ients .  A l l  cases considered show a rapidly decreasing f i n  temperature with 
decreasing boiling heat transfer coefficient. 
radiator  exhibits a larger  drop i n  f i n  temperature than the low-temperature 

radiator  a t  a low condensing coefficient (low value of hc ). (The results 

presented i n  the previous curves were ased on boiling and condensing heat 

The high-temperature l eve l  

% 
transfer coefficients of 1& BTU/hr-ft 8 -9.) 

The ef fec t  of the boiling heat transfer coefficient on radiator plan- 
form area is shown plot ted i n f i w e  14 for  the bumper and block vapor 
chamber f i n  geometries. 
planform area t o  the planform area for i n f i n i t e  heat t ransfer  coefficients 
is  seen t o  increase markedly with decreasing boiling heat transfer coeffic- 
i e n t  for both configurations. 

The block vapor f i n  has a smaller planform area r a t i o  than the bumper con- 
f igurat ion because the tube block area has a higher outer surface tempera- 
ture (no s t r u t ) .  The corresponding variation of relative radiator  weight 
with boiling heat t ransfer  coeff ic ient  is i l l u s t r a t e d  i n  figure 15 for  both 
vapor chamber fin-tube geometries. As expected the  weight curves closely 
follow the  area variations.  

The radiator  area, expressed as the  r a t i o  of the 

This i n  essence is a re f lec t ion  of the fourth 
c power var ia t ion of the  f i n  t o  tube temperature r a t i o  shown on figure 13. 

Another variable of i n t e re s t  is the in te rna l  chamber capi l lary weight 
which is  assumed t o  be composed of the weight of the capi l lary material 
plus the contained heat t ransfer  f luid.  Figure 16 shows a p lo t  of vapor f i n  
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capi l la ry  weight versus the r a t i o  of radiator weight t o  radiator weight with 
zero capi l lary weight. It is  seen tha t  capi l lary weight can exert a large 
influence on the  t o t a l  radiator weight. For the calculations shown i n  the 
previous figures, the capi l lary weight w a s  selected as 0.2 lbs/sq 3%. 

The ef fec t  of $he number of vapor f i n  segments and the f i n  chamber 
bulkhead thickness on radiator specific weight at the minimum weight condi- 
t i o n  w a s  found t o  be re la t ive ly  smaU for t h e  range of conditions investiga- 
ted. 
around lo00 f i n  segments for  a reasonable f i n  chamber configuration. 
a 4 t o  6 percent var ia t ion i n  radiator specific weight occurred i f  the nuniber 
of f i n  segments varied from 500 t o  2500. 
resulted i n  an increased weight, since f i n  chamber w a l l  thickness increased 
as required by meteoroid penetration considerations. 
values of f i n  thickness were around 0.015 t o  0.025 inches i n  this range of 
number of segments. 
inch. 

.I 

The high temperature leve l  block and bumper vapor f i n  cases required 
Only 

The s m a l l e r  number of segments 

Typical calculated 

For lo00 f i n  segments the f i n  thickness is  around 0.018 

Increasing the bulkhead thickness from 0.020 t o  0.060 inches resulted 

For the block vapor f i n  radiator the percent increase i n  weight 
The specif ic  value of bulkhead thickness required for  a 

i n  about a 13 percent increase i n  w e i g h t  f o r  the bumper vapor chauiber f i n  
geometry. 
w i l l  be less. 
design w i l l  depend on s t ructural  considerations. 

Capillary Requirement s 

The capi l lary performance requirements fo r  the vapor ch-er are deter- 
mined by the heat flux at t he  boiling surface and the l a t en t  heat of vapori- 
zation of the capi l lary f l u i d  chosen. The boi l ing heat flux is determined 
by means of the  previously indicated heat balance within the f i n  chamber 
(eqs. (4), (5), (6 )  and (7)). Sample resul ts  fo r  high and l o w  temperature 
and power l eve l  systems at  the  minimum weight condition axe given i n  tab le  I. 
(Boiling heat fluxes varied only s l igh t ly  w i t h  some of the  radiator  design 
variables.)  
vapor fin cases considered, the  boiling heat f lux ranged from 3 t o  7X1O4 BTU 
per hour per square foot. Information available i n  the literature indicates 
such values of heat flux may be attainable. 
sodium at  approximately 2000' R had produced a l i m i t i n g  heat flux of 9.5xlO 
BTU per hour per square foot after which local over-heating occurred (ref .  13). 
Other tests using water as the  capillary f l u i d  (ref. 14) have yielded a heat 
flux of around 1X105 BTU per hour per square foot. 

It is observed from the table that fo r  all block and bumper 

A test  of capi l lary wick with 

Once the boi l ing heat flux has been cecula ted ,  the  required capi l lary 
f lu id  mass f l o w  rate for  the  vapor chamber can be obtained knowing that mass 
flow rate is  d i rec t ly  proportional t o  heat f l u x  and inversely propDrti0na.l 
t o  the l a t en t  heat of vaporization of the f luid.  Table I gives flaw rates fo r  
several l iqu id  metals and other applicable fluids expressed i n  units of pounds 
per hour per foot of tube length. The capillary material system selected will 
have t o  be capable of continuously supplying these indicated f l o w  rates i n  order 
t o  achieve steady-state operation. 
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Another important consideration of the vapor f i n  chamber is the length 

Typical values fo r  the 500-KW high-temperature 

The 30-KW low-temperature radiator system required f l a w  lengths 

of the capi l lary flow path. 
rad ia tor  systems are flow lengths of 4 t o  5 inches a t  the minimum weight 
condition. 
of 25 t o  30 inches fo r  the  min imum weight geometry. 

1 

Possible Problem Areas 

The preceding results have indicated some a t t rac t ive  advantages for the  
vapor chamber f i n  radiator.  However, it is  recognized tha t  several  unknown 
factors  and possible problem areas may exis t  i n  the successful development 
of such configurations. Principal concern i s  with in te rna l  capi l lary flow, 
and materials and structure.  

"he principal question posed by the analysis is  the select ion of suitable 
capi l lary materials and f lu ids  that  w i l l  satisfy steady-state wicking permea- 
b i l i t y ,  boil ing heat flux, weight, and flow-length requirements i n  a zero- 
gravity environment. 
t ransfer  coefficients (> l& BTU/hr-ft2--) was strongly indicated, which 
fo r  the boiling surfaces, requires the avoidance of f i l m  boil ing or  burnout. 
Attention m u s t  a l so  be given t o  the start-up process, especially i f  a l i qu id  
m e t a l  heat transport f l u i d  is used, because of the frozen state of these 
f lu ids  a t  ambient temperadxres. 
is therefore indicated i n  order t o  establish the f eas ib i l i t y  of the capi l lary 
in te rna l  flow fo r  these radiator  applications. 

The attainment of high boiling and condensing heat 

Ekperimental and theoret ical  investigation 

"he simplified in te rna l  heat transport re la t ions used i n  the preceding 
analysis were based on the  assumption of uniform temperature and heat fluxes 
over the boiling and condensing surfaces, which implies negligible flow and 
temperature gradients within the vapor chamber. 
be sui table  for a direct-condensing radiator i n  which the working f l u i d  t e m -  
perature remains essent ia l ly  constant along the length of the  tube. However, 
there a re  other s i tuat ions where re la t ive ly  large temperature variations and 
consequently large in te rna l  gradients may be imposed on the f i n  chamber 
boundaries. 
adjacent segment is  punctured, and the common surfaces become cooler than the 
other surfaces. 
occur i n  the design of vapor chamber fins f o r  single-phase flow radlators  
such as t he  liquid-flow radiators for indirect  heat re ject ion cycles. It 
is not c lear  how best t o  design f o r  the axial 'var ia t ion intemperature along 
the tube. If a short  ax ia l  distance i s  used between chamber bulkheads t o  
reduce axial temperature gradients, then an excessively large number of 
segments w i l l  be required. The use of separated and insulated segments can 
a l s o  be considered, but such an arrangement fo r f e i t s  the conducting poten t ia l  
of the segment i n  the event of a puncture. 
chamber performance under non-miform boundary temperature is therefore also 
desirable 

Such an approximation may 

One such s i tua t ion  occurs for a vapor chamber segment when an 

The more s ignif icant  variable-temperature s i tua t ion  would 

An understanding of capi l lary 
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A second consideration and potential  problem area is that of materials 
and s t ructure .  Proper selection m u s t  be  made of capi l lary material, f i n  
miterial, and heat transport  f l u id  i n  order t o  avoid long-term corrosion and 
contamination e f fec ts  on capillary performance. Also, fo r  the geometric 
configurations considered, fabrication techniques must insure proper sealing 
of a large number of individual f i n  segments during both long-term steady- 
s t a t e  operation and start-up t ransient  conditions. Finally, the s t ruc tura l  
in tegr i ty  of the box-like structure of the vapor chamber f i n  segment may 
require detailed attention. Preliminary analysis of the deflection of 
typical  f i n  sections under an ambient pressure d i f fe ren t ia l  (as would occur 
during vacuum f i l l  on the ground) indicated the possible need for  additioaal 
s t ruc tura l  support. Required values of segment bulkhead and s t r u t  thicknees- 
es a l so  have not been firmly established. 

COrnLUDrn REMARKS 

The preceeding preliminary resul ts  of f e a s i b i l i t y  studies of an appli- 
cation of the vapor chamber f i n  
radiator  design have indicated an a t t rac t ive  poten t ia l  advantage over the 
so l id  conducting f i n  configurations. 
most pronounced for  high power l e v e l  systems c> 500 KW) with very high design 
values of radiator  non-penetration probabili ty (>O. 98) . 
unknam~ and possible problem areas were recognized t o  e x i s t  with respect t o  
capi l lary in te rna l  flow, materials, and structure.  Further research w i l l  be 
required t o  es tab l i sh  the prac t ica l i ty  of such designs. 

or heat pipe-concept t o  Rankine-cycle space 

The indicated weight reductions were  

However, several  

It must be pointed out, however, tha t  the studies reported herein were 
conducted for  direct-condensing radiators, and it is no% known whether the  
results obtained axe also val id  for single-phase flow radiators.  Liquid- 
f l o w  radiators may be different  than condensing-vapor radiators  i n  three 
s ignif icant  respects. (1) Variations i n  temperature along the tube; (2) 
generally lower values of' radiator panel non-penetration probabili ty when 
segmenting is used; and (3) smaller tube diameters. These factors  might 
tend t o  produce a different  and possible poorer advantage for  the vapor 
chamber radiator .  Comparable f eas ib i l i t y  studies of single phase radiators 
are  therefore i n  order. 
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Figure 1. - Fin-and-tube radiator. 
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Fig. 2 - Conducting fin-tube geometries. 



t 

*a, BLOCK V A P O R  F I N  

-.L l b  

B U M P E R  V A P O R  F I N  

Fig. 3. -Vapor chamber fin-tube geometries. 
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Fig. 4. -Vapor chamber fin segment arrangement. 
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